
Amigurumi Resistor
Approximate Finished Measurements:

6” x 2” x 2”

Materials:
• Size 4mm/6/G crochet hook
• Medium (worsted) weight size 4 yarn in each of the six colors:

◦ Color 1: Resistor body color, usually tan
◦ Color 2: First digit resistor color band
◦ Color 3: Second digit resistor color band
◦ Color 4: Resistor multiplier color band
◦ Color 5: Resistor tolerance color band
◦ Grey (to make chain)

• Stitch marker (or a safety pin instead)
• Yarn needle
• 2 large handfuls of polyester filling or similar

Gauge:

Not critical.

Pattern Notes and Stitches:

The resistor is worked in rounds in a spiral. Use the stitch marker to note the first stitch of each round.
There is no slip-stitch joining or turning at any point. As you finish crocheting each color band, tie the 
colored yarn tails together and cut them short. The resistor is stuffed before the last few rounds.

Inc (increase) - 2 sc in one st
Dec (decrease) - (Insert hook into next st, pull up a loop) twice, pull through all three loops on hook

The Pattern:

Round 1: With Color 1, ch 4, sl st into first ch to form ring. Ch 1 (counts as first sc), 11 sc in ring. Do 
not join. [12 sc]

Round 2: Inc around. [24 sc]

Rounds 3-6: Sc around. [24 sc]

Rounds 7-8: Do not cut off Color 1, as it will be carried up in round 9. With Color 2, sc around. [24 sc]

Round 9: Picking up Color 1 from two rounds below, (dec, sc 1) eight times around. [16 sc]

Round 10: Sc around. [16 sc]

Rounds 11-12: Again, do not cut off Color 1, as it will be carried up. With Color 3, sc around. [16 sc]



Round 13-14: Picking up Color 1, sc around. [16 sc]

Rounds 15-16: With Color 4, around. [16 sc]

Round 17: With Color 1, sc around. [16 sc]

Round 18: (Inc, 1 sc) eight times around. [24 sc]

Rounds 19-20: With Color 5, sc around. [24 sc]

Round 21-24: With Color 1, sc around. [24 sc]

Round 25: Dec around. [12 sc] Stuff the resistor firmly before moving on.

Round 26: Dec around. [6 sc] Sl st, sl st, then fasten off, using the Color 1 tail and a needle to stitch 
closed the end of the resistor. Weave in tail end.

To make chain, with grey yarn ch 20 and bind off. Thread chain onto yarn needle, and thread through 
the top of the resistor. Tie together tails and trim yarn ends. 


